
 
 

CITY OF CAMPBELL 
Community Development Department 

 
April 12, 2022 
 

NOTICE OF PUBLIC HEARING 
 
NOTICE IS HEREBY GIVEN that the Planning Commission of the City of Campbell has set the hour of 
7:30 p.m., or shortly thereafter, on Tuesday, April 26, 2022, in the City Hall Council Chambers, 70 
North First Street, Campbell, California, for a Public Hearing to consider the following item: 
 

3. Public Hearing to consider the Application (PLN-2022-2) of Michelle Ciabattoni for a Site and 
Architectural Permit to legalize an increased wall height for an existing substandard side-yard 
setback in association with an under-construction remodel of an existing single-family residence 
on property located 1830 Montemar Way. Staff is recommending that this item be deemed 
Categorically Exempt under CEQA. Planning Commission action is final unless appealed in 
writing to the City Clerk within 10 calendar days Project Planner: Daniel Fama, Senior Planner 

 
This public hearing will be conducted in person as well as telecommunication and is compliant with 
provisions of the Brown Act. 

 
Interested persons may appear and be heard in person or virtually at this hearing. Register to participate 
virtually in the Zoom City Council meeting at: https://campbellca.gov/PCSignup. This meeting will be 
live-streamed on YouTube at (https://www.youtube.com/user/CityofCampbell.) 
 
Please be advised that if you challenge the nature of the above in court, you may be limited to raising 
only those issues you or someone else raised at the Public Hearing described in this Notice, or in written 
correspondence delivered to the Planning Division at, or prior to, the Public Hearing. Questions may be 
addressed to the Community Development Department at (408) 866-2140. 
 
In compliance with the Americans with Disabilities Act, the City of Campbell will generally, upon request, 
provide appropriate aids and services leading to effective communication for qualified persons with 
disabilities so they can participate equally in the public hearings, including qualified sign language 
interpreters, listening assistive devices, and other ways of making information and communications 
accessible to people who have speech, hearing, or vision impairments. Anyone who requires auxiliary 
aid or service for effective communication should contact the Community Development Department at 
70 N. First Street, Campbell, CA 95008, (408) 866-2140 or planning@campbellca.gov at least one week 
prior to the meeting. Hearing impaired or TTY/TDD text telephones users may contact the City by dialing 
711 for California Relay Service (CRS) or by telephoning any other service providers’ CRS telephone 
number. 
 
For more information you can contact the Community Development Department at (408) 
866-2140 or planning@campbellca.gov. 

PLANNING COMMISSION 
CITY OF CAMPBELL 

ROB EASTWOOD 
SECRETARY 

 
PLEASE NOTE: When calling on this please refer to: 1830 Montemar Way 
 
 

https://campbellca.gov/PCSignup
https://www.youtube.com/user/CityofCampbell
mailto:planning@campbellca.gov
mailto:planning@campbellca.gov
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FURNACE: AN APPROVED, INDEPENDENT MEANS OF DISCONNECT FOR THE ELECTRICAL SUPPLY TO EA. PIECE OF EQUIPMENT SHALL BE PROVIDED WITHIN SIGHT OF THE EQUIPMENT SERVED WHEN THE SUPPLY VOLTAGE EXCEEDS 50 VOLTS. (CMC 308, CEC 422.31(B), CEC 422.33(A)) A DEDICATED CIRCUIT SHALL BE PROVIDED  FOR THE FURNACE. (CEC 422.12) A 120 VOLT SERVICE RECEPTACLE SHALL BE LOCATED WITHIN 25 FEET OF, AND ON THE CONNECTED ON THE LOAD SIDE OF THE REQUIRED MEANS OF DISCONNECT. (CMC 308) A PERMANENT SWITCH CONTROLLED LIGHTING FIXTURE SHALL BE INSTALLED FOR MAINTENANCE OF EQUIPMENT AND SHALL BE ACCESSIBLE. SUCH FIXTURE SHALL PROVIDE SUFFICIENT ILLUMINATION TO SAFELY APPROACH THE EQUIPMENT AND PERFORM THE TASKS FOR WHICH THE ACCESS IS PROVIDED.  CONTROL OF THE LIGHTING SHALL BE PROVIDE AT THE ACCESS ENTRANCE. (CMC 904.11.5, CEC 210.70) COMBUSTION AIR MUST BE MAINTAINED (CMC CHAPTER 7) THE CLEAR SPACE AND DISTANCE TO COMBUSTIBLE MATERIALS AROUND THE FURNACE UNIT SHALL COMPLY WITH THE MANUF. INSTALLATION INSTRUCTIONS. (CMC 904.2) A SEDIMENT TRAP SHALL BE INSTALLED ON THE GAS LINE DOWNSTREAM OF THE APPLIANCE SHUT-OFF VALVE AND AS CLOSE TO THE INLET OF THE EQUIPMENT AS PRACTICAL (CPC 1212.7) APPLIANCES GENERATING A GLOW, SPARK, OR FLAME CAPABLE OF IGNITING FLAMMABLE VAPORS MAY BE INSTALLED IN A GARAGE PROVIDED THE PILOTS, BURNERS OR HEATING ELEMENTS AND SWITCHES ARE A MIN. OF 18" ABOVE THE FLOOR LEVEL. (CMC 307.1)
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EXCEPTION: SEALED COMBUSTION SYSTEM APPLIANCES MAY BE INSTALLED AT FLOOR LEVEL WHEN LOCATED IN A GARAGE AND SUBJECT TO VEHICULAR DAMAGE, ADEQUATE BARRIERS MUST BE INSTALLED (E,G, 4" DIA. STEEL PIPE FILLED WITH CONCRETE INSTALLED IN A FOOTING MEASURING 12" RND. AND 3' DEEP). (CPC AND CMC 307.1) THE FURNACE SHALL BE PROPERLY ANCHORED AND SUPPORTED TO SUSTAIN VERTICAL AND HORIZONTAL LOADS WITHIN THE STRESS LIMITATIONS SPECIFIED IN THE CBC (CPC & CMC. 303.4) LAUNDRY: PROVIDE A MIN OF ONE 20 AMP LAUNDRY BRANCH CIRCUIT. SUCH CIRCUIT SHALL HAVE NO OTHER OUTLETS (CEC 210-23(A)) VENT DRYER TO OUTSIDE W/ MIN. 4" RND BY 14' MAXIMUM LENGTH DUCT INCLUDING NO MORE THAN 2-90 DEGREE ELBOWS AND EQUIPPED W/ BACK DRAFT DAMPER WHERE A CLOSET IS DESIGNED FOR THE INSTALLATION OF A CLOTHES DRYER, AN OPENING OF NOT LESS THAN 100 SQUARE INCHES FOR MAKEUP AIR SHALL BE PROVIDED IN THE DOOR OR BY OTHER APPROVED MEANS. REVISE DRAWING TO SHOW COMPLIANCE.[CMC Ãƒâ â 
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INSTALLING CONTRACTOR TO DESIGN & BUILD COMPLETE AND FUNCTION SYSTEMS. OWNER TO SELECT ALL ELECTRICAL FIXTURES, EQUIPMENT AND DEVICES INCLUDING SWITCHES AND OUTLETS NOT OTHERWISE INCLUDING SWITCHES AND OUTLETS NOT OTHERWISE SPECIFIED. FIELD VERIFY LOCATION OF ALL OUTLETS, LIGHTS, TELEPHONE, CABLE JACKS AND ELECTRICAL EQUIPMENT WITH OWNER. ELECTRICAL EQUIPMENT WITH OWNER. GENERAL LIGHTING MUST BE FLUORESCENT OR ON A DIMMER OR MANUAL ON-OCCUPANCY SENSOR. LIGHTING AT NEW CLOSETS UNDER 70 SF IS EXEMPT FROM THIS REQUIREMENT. ALL NEWLY INSTALLED EXTERIOR LIGHTING TO BE HIGH EFFICACY AND BE CONTROLLED BY A MANUAL ON AND OFF SWITCH THAT DOES NOT OVERRIDE THE AUTOMATIC ACTIONS OF ITEMS SHOWN ON CENC 150(K)(3)(II) OR CENC 150.0(K)(3)(III). AT LEAST ONE LIGHT FIXTURE IN THE BATHROOMS, GARAGES, LAUNDRY ROOMS, AND UTILITY ROOMS TO BE CONTROLLED BY VACANCY SENSOR OR OCCUPANCY SENSOR PER CENC 150.0(K)(2)(J). NEW EXTERIOR ELECTRICAL FIXTURES TO BE SUITABLE FOR WET LOCATIONS ALL CAN LIGHTS TO BE IC & AT RATED. NEW LIGHTING FIXTURES IN CLOSETS TO HAVE THE FOLLOWING CLEARANCES  TO COMBUSTIBLE SHELVES:    1. SURFACE MOUNTED INCANDESCENT FIXTURES SHALL HAVE 12" CLEAR AND ENCLOSED LAMP    2. FLUORESCENT & RECESSED FIXTURES TO HAVE MIN. 6" CLEARANCE ALL NEW EXTERIOR OUTLETS TO BE GFI PROTECTED AND INSTALLED IN A WEATHER PROOF BOX REQUIRED NEW EXTERIOR OUTLETS TO BE WITHIN 6'-6" OF FINISH GRADE ALL REQ. 15/20 AMP RECEPTACLES LISTED IN SECTION 210.52, SHALL BE LISTED TAMPER RESISTANT. RECEPTACLES PER CEC 406.11 RECEPTACLES PER CEC 406.11 ARC-FAULT CIRCUIT INTERRUPTER (AFCI) PROTECTED RECEPTACLES SHALL BE INSTALLED IN KITCHENS,FAMILY ROOMS, DINING ROOMS, LIVING ROOMS, BEDROOMS, CLOSETS, HALLWAYS, OR SIMILAR ROOMS OR AREAS PER CEC 210.12(A). ALL GARAGE OUTLETS TO BE GFI GAS SHUT OFF VALVE FOR FIREPLACE TO BE INSTALLED OUTSIDE OF THE HEARTH AREA. MIN. 36"  AND MAX OF 48" FROM GAS SUPPLY VALVE. NEW HOSE BIBBS SHALL BE PROVIDED W/ ANTI SIPHON VALVES NO REQUIRED UNDERFLOOR CLEAN-OUT SHALL BE MORE THAN 20' FROM AN ACCESS DOOR (CPC 707.10) PROVIDE WALL CLEANOUTS FOR ALL NEW SINKS
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BATH  WALL COVERING SHALL BE CEMENT BACKER BOARD, TILE OR APPROVED EQUAL TO 72"ABOVE DRAIN AT SHOWERS OR TUB WITH ABOVE DRAIN AT SHOWERS OR TUB WITH SHOWERS. MATERIALS OTHER THAN STRUCTURAL ELEMENTS TO BE ELEMENTS TO BE MOISTURE RESISTANT. SHOWER LINING REQUIRED IN PERMANENT BUILT IN SHOWER SEATS UP THE WALL 3" AND PITCHED 1/4" PER FT. PITCHED 1/4" PER FT. SHOWER COMPARTMENTS SHALL BE A MIN OF 1024 S.I.  AND SHALL BE CAPABLE OF ENCOMPASSING A 30" CIRCLE. PROVIDE WATER RESISTANT GYP. BD. ON ALL "WET" AREAS. PROVIDE TEMPERATURE MIXING AND PRESSURE BALANCE VALVE AT ALL SHOWERS. TOILETS SHALL USE NO MORE THAN 1.28 GALLONS PER FLUSH PER HEALTH AND SAFETY CODE. TOILETS TO HAVE MIN. 30"SIDE X 24"CLEARANCE IN FRONT OF TOILET AND MIN. 15" CLEAR FROM CENTER OF TOILET TO EACH SIDE. CLEAR FROM CENTER OF TOILET TO EACH SIDE. FLOW RATES SHOWERHEADS SHALL HAVE A MAXIMUM FLOW RATE OF 1.8 GALLONS PER MINUTE AT 80PSI.  THE MAXIMUM FLOW RATE OF KITCHEN FAUCETS SHALL NOT EXCEED 1.8 GALLONS (6.8/ L) PER MINUTE AT 60 PSI.  THE MAXIMUM FLOW RATE OF RESIDENTIAL LAVATORY FAUCETS NOT EXCEED 1.2 GALLONS PER MINUTE AT 60 PSI.  THE MINIMUM FLOW RATE OF RESIDENTIAL LAVATORY FAUCETS SHALL BE LESS THAN 0.8 GALLONS PER MINUTE AT 20 PSI.  ALL LIGHTING SHALL BE HIGH EFFICACY FIXTURES.  ALL INTERIOR SWITCHES SHALL BE DIMMER OR VACANCY SENSOR TYPE. VACANCY SENSOR SWITCHES REQUIRED AT BATHROOM, LAUNDRY, GARAGE, AND WALK IN CLOSET. ALL OUTLETS WITHIN 6'-0" OF ANY SINK OR WET LOCATION TO BE GFI PROTECTED LIGHTS OVER SHOWER AND TUBS MUST BE WATERPROOF A DEDICATED 20 AMP CIRCUIT SHALL BE PROVIDED TO SERVE BATHROOM OUTLETS. THIS CIRCUIT SHALL NOT SUPPLY ANY OTHER THIS CIRCUIT SHALL NOT SUPPLY ANY OTHER OUTLETS, LIGHTS OR FANS A SEPARATE CIRCUIT IS REQUIRED FOR HYDROMASAGE BATHTUBS AND GFI PROTECTED AND BONDED MOTORS SHALL BE UL LISTED FOR MOTORS SHALL BE UL LISTED FOR HYDRO MASSAGE USE AND A REMOVABLE PANEL OF SUFFICIENT DIMENSION SHALL BE INSTALLED  TO ACCESS PUMP. ALL BATHROOMS REQUIRE A VENT FAN WITH MIN. 50 CFM. ALL VENT TERMINATIONS MUST BE 10' AWAY OR 3' ABOVE ANY OPENING. TYP.
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KITCHEN: ALL NEWLY INSTALLED INTERIOR LIGHTING SHALL BE HIGH EFFICACY (NO EXCEPTIONS) PER CENC 150.0(K)(1)(A). PROVIDE AT LEAST 2- 20 AMP DEDICATED SMALL APPLIANCE CIRCUITS AT KITCHEN COUNTER TOPS PROVIDE DEDICATED CIRCUITS FOR: DISHWASHER, GARBAGE DISPOSAL,TRASH COMPACTOR AND BUILT IN MICROWAVE PROVIDE COUNTER TOP OUTLETS AT 48" OC MAX PROVIDE AT LEAST ONE COUNTER TOP OUTLET FOR COUNTER TOP 12"OR WIDER  PROVIDE AT LEAST ONE COUNTER TOP OUTLET FOR  ISLAND OR PENINSULA COUNTERS WITH A LONG DIMENSION OF 24" OR GREATER AND A SHORT DIMENSION OF 12" OR GREATER ALL KITCHEN COUNTER TOP OUTLETS TO BE GFI PROTECTED NO DISHWASHING MACHINE SHALL BE DIRECTLY CONNECTED TO A DRAINAGE SYSTEM OR FOOD DISPOSER WITHOUT THE USE OF AN APPROVED AIR GAP FITTING ON THE DISCHARGE SIDE OF THE DISH-WASHING MACHINE PROVIDE GAS SHUT-OFF @ STOVE IN AN ACCESSIBLE LOCATION RANGE HOOD MUST EXTEND FULL WIDTH OF RANGE. INSTALL PER MANUF. SPECIFICATIONS. RANGE HOOD MUST TERMINATE A MIN. OF 3' FROM ANY AIR INTAKE OR OPENING INTO THE BUILDING.  KITCHEN COUNTERTOP RECEPTACLE OUTLETS SHALL BE INSTALLED SO THAT NO POINT ALONG THE WALL LINE IS MORE THAN 24-INCHES MEASURED HORIZONTALLY FROM A RECEPTACLE OUTLET IN THAT SPACE. EACH COUNTERTOP SPACE THAT IS 12-INCHES OR WIDER SHALL REQUIRE A RECEPTACLE. [CEC 210.52(C)(1)]  RECEPTACLE OUTLETS SHALL BE LOCATED ON OR ABOVE, BUT NOT MORE THAN 20-INCHES ABOVE THE COUNTERTOP.  WATER HEATER: WATER HEATERS SHALL BE ANCHORED OR STRAPPED TO THE STRUCTURE.  PROVIDE 1 1/2 X 16" GAUGE STRAPS AT TOP AND BOTTOM WITH 3/8" DIA X 3" LONG LAG BOLT AT EACH END.  TANKLESS WATER HEATERS LOCATED WITHIN HABITABLE SPACE REQUIRE SPEC. FOR COMBUSTION AIR SUPPLY AND VENTING. 
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The kitchen range hood must be HVI rated, limited to 3 sone, and with a minimum airflow a specified in ASHRAE 62.2. Per RCM 4.6.4.7, RCM 4.6.4.7, , vented range hoods including appliance-range hoods must be 100 cfm, while all other hood types including downdraft must be 300 cfm. Kitchen hood vent to have damper and be ducted to the  exterior with smooth wall sheet metal per mfg’s installation requirements. Exhaust fan must  s installation requirements. Exhaust fan must  provide a minimum of 100 cfm. Bath exhaust fans to be humidity controlled by switch or  appliance and ducted to the exterior 
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SMOKE  AND CARBON MONOXIDE ALARMS SMOKE ALARM TO BE AC/DC WITH A BATTERY BACK UP AND LOCATED WITHIN EACH SLEEPING ROOM AND AT A POINT CENTRALLY AND AT A POINT CENTRALLY LOCATED OUTSIDE EACH SLEEPING ROOM. ALL FLOOR LEVELS SHALL HAVE A SMOKE ALARM AND SHALL BE INTERCONNECTED, UL LISTED A SMOKE ALARM AND SHALL BE INTERCONNECTED, UL LISTED & CALIF. STATE FIRE MARSHALL APPROVED. CARBON MONOXIDE ALARMS SHALL BE  LOCATED AT A POINT CENTRALLY LOCATED OUTSIDE EACH SLEEPING ROOM. SMOKE ALARMS SHALL RECEIVE THEIR PRIMARY POWER FROM THE BUILDING WIRING AND SHALL BE EQUIPPED WITH A BATTERY BACKUP.  WIRING SHALL BE PERMANENT AND WITHOUT A DISCONNECTING SWITCH OTHER THAN AS REQUIRED FOR OVER CURRENT PROTECTION. [R314.6]  [R314.6]  CARBON MONOXIDE ALARMS MUST ALSO RECEIVE THEIR PRIMARY POWER FROM BUILDING WIRING. [R315.6] [R315.6] 
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BATHROOMS REQUIRE 50 CFM MINIMUM HUMIDITY  CONTROLLED EXHAUST FANS (BY FAN OR SWITCH) PER R405.6. AND BE SWITCHED SEPARATELY FROM  LIGHTING SYSTEMS.
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GFCI
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Combined Smoke and Carbon Monoxide ALARM
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ALL NEW AND REPLACED DUPLEX RECEPTACLES SHALL BE LISTED  TAMPER-RESISTANT RECEPTACLES”.  .  ARC FAULT (AFCI) REQUIRED IN FAMILY RMS, DINING RMS, PARLORS, LIBRARIES,  DENS, BEDROOMS, SUN ROOMS, REC RMS, CLOSETS, AND HALLWAYS AND LIGHTING. GROUND FAULT  (GFCI) IS REQUIRED IN BATH RMS, GARAGES, ACCESSORY AREAS, EXTERIOR, CRAWLSPACES, BASEMENTS,  DISHWASHERS, AND DISPOSALS. COMBINATION AFCI/GFCI IS REQUIRED IN KITCHENS, AND LAUNDRY  AREAS. ALL NEW LIGHTING SHALL BE HIGH-EFFICACY COMPLIANT TO TABLE  150.0A CEC. SCREW-BASED PERMANENTLY INSTALLED LIGHT FIXTURES MUST CONTAIN SCREW-BASED  JA8 (JOINT APPENDIX 8) COMPLIANT LAMPS. JA8 COMPLIANT LIGHT SOURCES IN CEILING RECESSED  DOWNLIGHTS AND LED’S ARE TO S ARE TO BE CONTROLLED BY VACANCY SENSORS OR DIMMERS. EXHAUST FANS SHALL BE SWITCHED SEPARATELY FROM LIGHTING. EXTERIOR LIGHTING SHALL BE CONTROLLED BY PHOTOCELL AND MOTION PER ENERGY 110.9  UNDER CABINET LIGHTING SHALL BE CONTROLLED BY SEPARATE SWITCHING. AT LEAST ONE FIXTURE IN EACH LAUNDRY ROOM IS TO BE CONTROLLED BY A VACANCY SENSOR.   AT LEAST ONE FIXTURE IN EACH UTILITY ROOM IS TO BE CONTROLLED BY A VACANCY SENSOR.   AT LEAST ONE FIXTURE IN EACH BATHROOM IS TO BE CONTROLLED BY A VACANCY SENSOR. 
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GENERAL NOTES
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%%UDESIGN%%U

AutoCAD SHX Text
%%UDimensions%%U refer to rough concrete surfaces, face of studs, face of conc. 
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block, top of sheathing, or top of slab, unless otherwise indicated.
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%%UTypical Details%%U and notes on these sheets shall apply unless specifically 

AutoCAD SHX Text
shown or noted otherwise.  Construction details not fully shown or noted shall 
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be similar to details for similar conditions.  All work and construction shall
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comply with all applicable building codes, regulations, and safety requirements.
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%%UDiscrepancies%%U: The Contractor shall inform the Architect in writing, 

AutoCAD SHX Text
during the bidding period, of any discrepancies or omissions noted on the 
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drawings or in the specifications, or of any variations needed in order to 

AutoCAD SHX Text
conform to codes, rules, and regulations.  Upon receipt of such information, the 
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Architect will send written instructions to all concerned.  Any such 
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discrepancy, omission, or variation not reported shall be the responsibility of 

AutoCAD SHX Text
the Contractor, and work shall be performed in a manner as directed by the 

AutoCAD SHX Text
Architect.
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%%UShoring%%U: It shall be the Contractor's sole responsibility to design and 

AutoCAD SHX Text
provide adequate shoring, bracing, and formwork, etc., as required for the 

AutoCAD SHX Text
protection of life and property during the construction of this building.
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%%UOther Trades%%U: See architectural, electrical, and mechanical drawings for 
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size and location of pipe, vent, duct, and other openings, and details not shown 
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on these structural drawings.  All dimensions are to be checked and verified 
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with the architectural drawings.
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%%UWaterproofing%%U: Specifications and detailing of all waterproofing and drainage 
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items, although sometimes indicated on the structural drawings for general 
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information purposes only, are solely the design responsibility of others.
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%%UFOUNDATIONS%%U
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Foundations conform to recommendations of Geotechnical Report entitled "Geotechnical
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prepared by Wayne Ting & Associates, Inc., dated June 28, 2018.
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Mat Slab Foundation Allowable Bearing Pressure: 1,500 psf (Dead + Live)
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%%UCONCRETE WORK%%U
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%%UForms%%U shall be properly constructed conforming to concrete surfaces as 
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shown on the drawings, sufficiently tight to prevent leakage, sufficiently strong, 

AutoCAD SHX Text
and braced to maintain their shape and alignment until no longer needed to 
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support the concrete. Forms for exposed concrete shall be plywood, using sheets 
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as large as possible, with all joints tightly fitted and blocked, and shall 
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produce a finished concrete surface which is smooth, true, and free from 
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blemishes according to accepted standards for Architectural Concrete.  See 
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architectural, electrical, and mechanical drawings for details at door and 
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window openings, floor type hinges, etc., and for location of sleeves, pipes, 
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and other embedded items.  Openings through slabs or walls not shown on the 
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structural drawings which would interrupt reinforcing bars shall not be made 
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without approval of the Architect.  Debris should be entirely removed from forms 
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prior to concrete placement.
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conform to ASTM A706 . Bars shall be securely tied in place so as
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to maintain their exact position before and during the placement of 
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concrete. Lap bars 24 diameters unless otherwise noted. Reinforcing bar fabrication
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laps and placing shall conform to the Manual of Standard Practice of the Western 
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Concrete Reinforcing Steel Institute, unless otherwise noted on drawings.
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Clear distances, steel to forms, unless noted otherwise:
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      Clear distance between bars ............................... 2"
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      Slabs on rolled grade ................................. 1-1/2"
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      Formed surfaces in contact with earth ..................... 2"
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      Unformed surfaces in contact with earth ................... 3"
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%%UConcrete%%U shall be ready mixed conforming to ASTM C94.  All hardrock (H.R.) 
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concrete used in columns and slabs on grade shall be designed for low 
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shrinkage (L.S.) using Granite Rock, Kaiser Limestone, or Kaiser Clayton, 
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aggregates with Radum sand or equal. Aggregates with equivalent shrinkage 
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characteristics can be submitted to the Architect for review.  Slump shall be 
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the minimum consistent with proper placing. Concrete shall have the following 
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characteristics:
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Footings...........1" H.R.........3000 psi .....4" ..... 5 Sacks ..... 0.60
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Use maximum size aggregate as noted above.  Use 3/8" maximum aggregate where 
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necessary for proper placing, such as in thin or congested sections, etc.  
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Superplasticizers may be used to improve workability in thin or congested 
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sections. Incorporate superplasticizers into concrete mix designs.  All concrete 
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except slabs on grade 6" thick or less shall be mechanically vibrated so as to 
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completely fill the forms without causing undue segregation.  Any defects in the 
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hardened concrete shall be satisfactorily repaired or shall be replaced.  
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Contractor shall submit for review by the Architect the concrete mixes he 
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proposes to use, designed by the concrete supplier and reviewed by an approved 

AutoCAD SHX Text
testing laboratory. In addition, the Contractor shall submit test records for 
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the proposed mix design per UBC Section 1905.3. Four test cylinders from each 
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150 yards, or fraction thereof, poured in any one day, shall be secured and 
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reported by an independent testing agency; one to be tested at 7 days, two at 28 
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days, and the fourth held in reserve.
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Concrete         Coarse        Strength at   Max.     Min. Cement  Max. Water/
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Location         Aggregate     28 Days       Slump    Content      Cement Ratio
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%%UEPOXY EMBEDDED FASTENERS

AutoCAD SHX Text
%%UReinforcing bars%%U 
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shall conform to ASTM A615 Grade 60. Welded rebar shall 
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                              Grade Marked   CD Int. w/ Exterior Glue   23-2 or 23-3

AutoCAD SHX Text
Framing lumber shall meet the following %%Uminimum%%U standard except where otherwise noted:
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Plywood                       A.P.A.         Exposure I or              IBC Standards     
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%%u                                                                                     %%u
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Mudsills    3 x               D.F.           No. 2 or Better            IBC
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%%uUSE                           SPECIES        GRADE                      AUTHORITY    %%u
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%%u                                                                                     %%u
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%%u                                                                                     %%u
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(or equivalent
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A.P.A. marked O.S.B. panels)
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%%uCARPENTRY
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%%u                                                                                     %%u
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6 x 6 and larger              D.F.           No. 1                      WCLIB & WWPA
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4 x headers and beams         D.F.           No. 2                      WCLIB & WWPA
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2 x floor joists              D.F.           No. 2                      WCLIB & WWPA

AutoCAD SHX Text
2 x roof joists and rafters   D.F.           No. 2                      WCLIB & WWPA
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4 x 4 and smaller             D.F.           No. 2                      WCLIB & WWPA
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%%uHorizontal and Sloping%%u framing lumber:
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%%uSchedule of Minimum Permissible Nailing%%u
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Studs to bearings        2x, 3x Studs                  2-16d nails (tilt-up) or
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Dbl. 2" top plates       Lower plate to stud           2-16d
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                         Upper to lower staggered      16d at 12"o.c. except at lap
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                         Lap at splices                12-16d
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                                                       2-8d toenails each side
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unless specifically designated on plans. Edge blocking shall be 1 1/8" plywood x 2 5/8" 
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%%uRoof Sheathing%%u - Edge blocking of unsupported edges of plywood sheathing may be omitted 
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wide minimum. Tongue & groove shall be used in lieu. 
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%%UPlywood Sheathing%%U 
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                    Plywood wall sheathing shall be 1/2" Structural I (See Schedule)   
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%%uPlywood Installation%%u - Plywood roof and floor sheathing shall be laid with the grain of
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the outer plies perpendicular to the framing members and end joints shall be staggered. 
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Wall sheathing shall be applied vertically.
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Unless otherwise noted, plywood nails shall be common.  Equivalent pneumatic driven nails
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or staples may be used if fastener manufacturer has received ICBO approval according to
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NER #272.  Fasteners to be substituted shall be equivalent in lateral and withdrawl

AutoCAD SHX Text
strength to the size of common nail specified.
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At doubled joists.
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At all Simpson hardware including straps, clips, angles, 
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                         Lap at intersections          2-16d
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Joist, Rafter            To bearing                    2-8d toenails each side
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                         To parallel members           16d at 12"o.c.
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Upper sole plate         To joist or blocking          16d at 8"o.c.
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Blocking                 To joist or rafter            2-16d toenails each end
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Horizontal blocking      To studs                      2-16d toenails each end
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Multiple members         To adjacent member            16d at 12"o.c.
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Plywood                  To blocking                   Edge nailing with
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Plywood nails shown      To supporting member          Plywood edge nailing
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Nails shown on plans,    To adjacent member            16d at 12"o.c.
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At ledgers or plywood edge blocking to framing
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At double top plate splices.
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At shear wall sole plate to blocking or joist nailing.
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At plywood shear wall edge and field nailing.
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At floor and roof plywood edge and field nailing.
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and joist hangers.
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  on plans, but not noted
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  for size or spacing
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  but not noted for
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  size or spacing
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                                                       See typical plywood nailing
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                                                       8d or 10d at 6"o.c.
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%%UPARALLAM BEAMS (PSL)
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    Shear Modulus of elasticity     G  = 125,000 psi
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    Modulus of elasticity           E  = 2.0x10
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    Flexural stress                 Fb = 2,900 psi
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    Horizontal shear                Fv = 290 psi
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psi
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Investigation for Proposed Holiday Inn Express, 870 Leong Drive, Mountain View, CA," 
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Modulus of Subgrade Reaction:  50 k.c.f.
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8d at 12"o.c. at all intermediate supports, unless otherwise noted, see plans.
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Typical nailing shall be 8d at 6"o.c. at all supported edges and over shear walls, and
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%%uWall Sheathing%%u - Block all unsupported edges of plywood sheathing.  Walls to be sheathed
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with plywood are designated thus         on plans.
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Typical nailing shall be 8d at 6"o.c. at all edges, and 8d at 12"o.c. at all
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intermediate supports, unless otherwise noted, see plans.
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Continuous
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Yes
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Cast-in-place concrete placement (Except S.O.G.)
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Inspect final placement
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Yes
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Rebar placement
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Item
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Remarks
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%%uSPECIAL INSPECTION%%u
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Expansion bolt placement (if applicable)
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Plywood shearwall nailing
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Yes
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Shear Wall Hold-downs and couplers
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Anchor bolts/hold down bolts
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Yes
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Yes
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Yes
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Slab on grade .... 1" H.R.-L.S. . 3000 psi .... 4" ..... 5 Sacks ..... 0.45
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%%uVertical%%u framing lumber:
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2 x 4 & 3 x 4  studs          D.F.           No. 2                      WCLIB & WWPA
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2 x 6 & 2 x 8  studs          D.F.           No. 2                      WCLIB & WWPA
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4 x 4 & 4 x 6  posts          D.F.           No. 2                      WCLIB & WWPA
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